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RESEARCH MEMORANDUM 
ALTITUDE-WIND-TUNNEL INVESTIGATION OF SEVERAL AFTERBURNER 
CONFIGURATIONS HAVING MODERATELY HIGH 
BURNER-INLET VELOCITIES 
By F. W. Schulze, H. E. Bloomer, 
and R. R. Miller 
SUMMARY 
An altitude investigation of several afterburner configurations 
having moderately high burner-inlet velocities was conducted in the 
NACA Lewis altitude wind tunnel. The combustion efficiency and thrust 
characteristics of several afterburner configurations were determined. 
The results showed that the presence of whirl angles as great as 300 at 
the afterburner inlet was detrimental to efficient combustion. Reduc-
tion of whirl to less than 100 resulted in increases in combustion ef-
ficiency of about 5 percent. These increases in combustion efficiency 
did not produce reductions in fuel consumption because the pressure 
losses introduced by the whirl straightening vanes compensated for the 
gains in combustion efficiency. 
INTRODUCTION 
An investigation of the altitude performance and operational charac-
teristics of a 36-inch-diameter afterbUrner on a turbojet engine was 
conducted in the NACA Lewis altitude wind tunnel. The primary purpose 
of this investigation was to study the effects of the afterburner in-
ternal geometry on screeching combustion. A secondary purpose was to 
determine the over-all performance of several of these afterburner 
configurations. 
The screech investigation, reported in reference 1, included a 
large number of afterburner configurations. Several of these configura-
tions are presented herein to show the effects of afterburner-inlet gas 
whirl pattern, flame-holder design, and fuel distribution on performance 
as determined by combustion efficiency, augmented thrust ratio, and 
specific fuel consumption. 
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Data were obtained over a range of afterburner fuel-air ratios at 
an average turbine- outlet temperature of 16900 R and turbine-outlet 
total pressures ranging from 4210 to 760 pounds per square foot absolute. 
These pressures corresponded to a range of flight Mach numbers from 
0.14 to 1.00 at altitudes between 10,000 and 45,000 feet. 
APPARATUS 
Turbojet Engine 
The axial- flow turbojet engine used in the investigation had a sea-
level air flow of about 167 pounds per second at the rated engine speed 
of 6100 rpm . Major engine components included a l6-stage axial-flow 
compressor, a can- annular-type combustor, and a three-stage turbine. 
The rated turbine- outlet temperature for afterburning conditions, as 
indicated by the manufacturer's control thermocouples, was 16700 R. 
This temperature corresponded to an average temperature of 16900 R as 
determined by a more comprehensive survey with NACA rakes. 
Afterburner Components 
A sketch of afterburner configurations 1 and 2, which were pat-
terned from an afterburner used in reference 2, is shown in figure 1. 
The flame holder, having two annular V-gutters l~ and l~ inches in width, 
3 blocked 32 percent of the flow area at the flame-holder location 2516 
inches downstream of the turbine outlet. The fuel bars could be posi-
t i oned either ll~ or 17~ inches downstream of the turbine outlet to pro-
duce either configurations 1 or 2, respectively. The diffuser inner 
body, 32 inches in length, terminated in a hemispherical dome. Over-all 
length of the diffuser, afterburner shell, and iris-type nozzle was 
101~ inches. The maximum exhaust- nozzle area was 4.13 square feet. 
Although not shown, an external air-cooling passage surrounded the aft 
end of the afterburner and nozzle . The diffuser outer wall and after-
burner shell shown in figure 1 were common to al l configurations except 
for changes in the exhaust- nozzle- outlet area and a 6-inch extension of 
the afterburner length made in the middle of the program. 
The alterations to the diffuser, the flame holders, and the fuel 
systems investigated are described in the following paragraphs. Descrip-
tions of the configurations using these components and the significance 
of the modifications are given in the RESULTS AND DISCUSSION section, 
while a l i sting of the components combined to form a single configuration 
is given in t able I for each of the eight configurations. 
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Alterations to the diffuser are shown in figure 2. Details of the 
pilot-type step added to the original inner body to produce a flame seat 
are shown in figure 2( a) . Another modification extended the inner body 
to form a smooth cone, as shown in figure 2(b). A sketch giving details 
of the twin-deflector cascade installed in the diffuser passage with the 
original inner body is shown in figure 2(c), and a photograph of the 
deflectors installed is shown in figure 2(d). In order to reduce the 
whirl of the gases leaving the turbine, 48 equally spaced full - passage-
width antiwhirl vanes were installed at the inlet to the diffuser. De-
tails of the vanes are given in figure 2(e), and a photograph of the 
installed vanes is shown in figure 2(f). These vanes, designed with 
constant camber and varying chord to obta in proper turning angles at all 
radii, were incorporated into the original inner-body configuration as 
well as the long extended inner cone . 
The four flame holders used in the various configurations are shown 
in figure 3 . Flame holder A was the original flame holder, and flame 
holders Band C were modifications of the original. These modifications 
resulted in a gutter width of z! inches for flame holder B and a gutter 
8 
width of zi inches for flame holder C. The axial stagger in flame holder 
C was ~ inches as compared with li inches for flame holder A, and the 
tra i ling edges of the gutters were made nonplanar . Flame holder D 
prised four annular V-type gutters having widths of ~ inches. As 
in figure 3(e), four flame-holder positions were 
to 42~ inches downstream of the diffuser inlet. 
4 
used ranging from 
com-
shown 
2~ 16 
The details of the fuel- spray bars used in the investigation are 
presented in figure 4. Twenty fuel bars equally spaced around the cir-
cumference were used in all instances. The fuel-spray bars designated 
A (the original), D, E, and F were radial bars each with 10 to 14 ori-
fices providing a spray normal to the flow of gas (side spray) 
(fig. 4 (a)) . Fuel bars A and F were identical except for the number of 
orifices, while bars D and E were identical except for the orifice sizes. 
Inasmuch as the bars could be located in anyone of four positions, the 
fuel pattern at the flame holder obtained with a given bar was affected by 
its location . As an aid in visualizing the fuel pattern, the location 
of the orifices is presented as a percentage of passage height. The 
size of the orifices varied from 0.0225 to 0 . 0310 inch in diameter. 
Fuel bars Band C were denoted as slant bars because the fuel near the 
inner body was inJected farther downstream than the fuel near the outer 
wall (fig. 4(b)). The slant bars provided side sprays from either 14 or 
16 orifices. In one of the configurations, two sets of bars were in-
stalled and fuel to each set could be individually controlled and 
measured . 
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Instrumentation 
A cross section of the engine and the afterburner showing station 
locations and a tabulation of instrumentation at eaah station are given 
in figure 5. Pressure measurements at a 26-inch-diameter venturi in 
the inlet duct and the temperatures from the rakes at the compressor 
inlet were used to determine engine air flow. Turbine-outlet or 
diffuser- inlet conditions were obtained from three rakes located 3 
inches downstream of the diffuser inlet . The angle of gas whirl across 
the passage was measured by a null - type total-pressure yaw probe at a 
location ~ inches downstream of the diffuser inlet. 
Diffuser-outlet conditions were determined at a station 20 inches 
downstream of the diffuser inlet by means of two rakes. A 12-tube 
total-pressure rake and two wall static taps were also used at the 20-
inch station and for certain configurations at a station 3~ inches from 
the diffuser inlet to determine the velocity pattern. The exhaust-nozzle 
conditions were surveyed 15 inches upstream of the nozzle exit by a ver-
tical water- cooled rake. 
The tunnel balance system was used to measure the thrust of the 
engine and afterburner combination . Instrumentation used to detect and 
measure screech characteristics is described in reference 1. The sym-
bols and methods of calculation used in this report are presented 
in appendixes A and B, respectively. 
Installation 
The engine with the afterburner was mounted on a wing section that 
spanned the 20 - foot - diameter test section of the altitude wind tunnel 
as shown in figure 6. Dry air was supplied to the engine from the 
tunnel make -up air system through a duct connected directly to the 
engine inlet. Engine thrust and installation drag measurements by the 
tunnel balance system were made possible by use of a slip joint in the 
inlet - air duct upstream of the engine . 
PROCEDURE 
The performance characteristics of the afterburner configurations 
were obtained over a range of afterburner fuel-air ratios at the follow-
ing simulated flight conditions and diffuser-inlet tot al pressures: 
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Altitude, Flight Mach Average engine-inlet Average diffuser-inlet 
ft number temperature, OJ\ total pressure, 
Ib/sq ft abs 
10,000 0.49 516 4210 
35,000 1.00 474 2370 
35,000 .14 458 1250 
45,000 .15 454 760 
The flight Mach number is based on complete ram-pressure recovery 
at the compressor inlet. Engine-inlet temperatures corresponding to 
NACA standard altitude conditions could not be maintained at all simula-
ted flight conditions. The engine was operated at rated speed and at 
an indicated turbine-outlet control temperature of 16700 R. Afterburner 
ignition was accomplished by use of the "hot-streak" method whereby an 
additional quantity of fuel was injected locally for a short time at the 
turbine inlet. Afterburner performance data were obtained over a range 
of fuel-air ratios between either lean blow-out or smallest exhaust-
nozzle area and either rich blow- out or maximum nozzle area giving 
limiting turbine-outlet temperature. The exhaust-nozzle area was 
manually controlled. 
Atmospheric a ir, throttled t o give approximately 3 percent of engine 
air flow, was used to cool the afterburner shell and iris-nozzle seg-
ments. When two sets of fuel bars were used in a configuration, the 
flow to each set was measured by displacement - type flow meters, while 
the total flow was measured by calibrated rotameters. Fuel for both the 
engine and afterburner conformed to MIL-F5624A grade JP-4 specifications. 
RESULTS AND DISCUSSION 
Afterburner- Inlet Flow Conditions 
The velocity distributions and the whirl patt erns in the after-
burner diffuser were measured at several stations. The velocity patterns, 
det ermined by use of the full-passage rakes at stations 3, 20, and 
3~ inches downstream of the diffuser inlet, are presented in figures 
7(a) and (b). The two downstream stations correspond to diffuser area 
ratios of 1.70 and 1.95 (ratio of complete diffusion is 2.07). The 
velocity profile at t he 3-inch stat i on is an average of 3 rakes, whereas 
only a single rake was used in determining the ot her patterns. As shown 
in figure 7(a) for an altitude of 35,000 feet and a flight Mach number 
of 1.00, the average diffuser-inlet velocity was about 900 feet per 
second . At the 32~-inch station (near the diffuser outlet ), the velocity 
varied from 130 feet per second at 2 percent passage height to 580 feet 
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per second at 90 percent passage height. As shown in figure 7(b) for 
an altitude of 45,000 feet and a flight Mach number of 0.15, the average 
diffuser-inlet veloc ity was about 1000 feet per second . At the 3~-inch 
station, the velocity varied from 310 feet per second at 2 percent pas-
sage height to 610 feet per second at 80 percent passage height. 
Although not shown, the vel ocity profiles at the other flight conditions 
were similar in magnitude and shape to those presented in figure 7(a). 
At the initial flame -holder position (2~ in. downstream of the diffuser 
16 
inlet ), the average velocity is then about 490 feet per second, which is 
considerably higher than the average for most production afterburners 
(about 400 ft / sec). 
Results of surveys of whirl angle made So! inches downstream of the 
2 
diffuser inlet are presented in figure 7(c). The flow leaving the tur-
bine had a positive or counterclockwise (looking upstream) whirl of 
200 to 300 from the axial direction over the inner 70 percent of the 
passage . Beyond this area, the whirl decreased to a value of about -200 
at the outer wall. This large whirl contributed to flow separation, 
which resulted in low veloc ities near the inner body, as shown in fig-
ures 7(a) and (b). There was no effect of diffuser-inlet pressure on 
the whirl profile. The diffuser-inlet (afterburner-outlet) temperature 
during these runs was slightly lower than rated temperature conditions. 
As shown in f igure 7(c), however , the effect of temperature over the 
range from 13990 to 16340 R is negligible. The single profile presented 
was believed to apply also at rated conditions. 
Performance of Conf igurations with Initial Whirl Pattern 
Description. - The afterburner configurations having the initial 
flame holder, diffuser, and fuel-spray bars (configurations 1 and 2) 
differ only in the position of fuel - spray bar A, as can be seen in 
figure 1. Schematic sketches of configurations 3, 4, 5, which incor-
porated internal changes to the initial configurations and were tested 
with the existing severe whirl pattern, are given in figure 8. Only 
the locations of the fuel bars and the flame holder with respect to the 
diffuser-exit flange are given inasmuch as other details of the com-
ponents have been shown in figures 2 to 4. Configuration 3 incorporated 
the following : (1) a pilot - type step on the inner cone for providing 
a flame s eat , (2) slanting fuel bars B to reduce the fuel mixing length 
near the inner body and to produce a piloting action in the center region 
of the burner , and (3) flame holder A moved ~ inches downstream of the 
° . 1 °to 16 orlglna POSl lon. 
Because a uniform veloc i ty profile is shown to be desirable in 
reference 3, annular deflectors to redistribute the mass flow were used 
in configuration 4 along with flame holder A and slant fuel-spray bars 
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C altered to inject more fuel near the inner body. The effect of the 
deflectors on the velocity profile 20 inches downstream of the diffuser 
inlet is shown for two altitude conditions in figure 9. Gas had been 
forced radially inward) thereby substantially raising the velocities 
near the inner cone. The wake from the outer deflector produced a low 
local velocity at about 60 percent passage height. 
Configuration 5 consisted of the modified flame holder B located 
5 1716 inches downstream of the original pOSition, an extended inner cone, 
and the original radial fuel-spray bars. It was felt that moving the 
flame holder downstream placed it in a region of lower average velocity 
(about 430 ft/sec) as well as provided a long fuel mlxing length of 271 
inches. Configuration 5 also included an enlarged exhaust nozzle (max§ 
imum nozzle area, 4.63 sq ft) and a 6-inch extension of the burner shell. 
Performance. - The performance of configurations 1 and 2 is presented 
for all altitude conditions in figures 10 to 13, while the performance 
of configurations 3) 4, and 5 at an altitude of 35)000 feet and a flight 
Mach number of 1.00 is presented in figures 14 and 15. 
The diffuser total-pressure losses for configurations 1 and 2 (fig. 
10) were between 0.017 and 0.030 of the diffuser-inlet total pressure, 
with the highest loss occurring at an altitude of 45,000 feet. The 
over-all total-pressure los s varied from 0.067 to 0 . 096 at all alti-
tudes except at 45,000 feet) where a loss as high as 0.117 occurred. 
These higher losses at 45,000 feet were caused by the higher diffuser-
inlet velocities. 
The combustion efficiencies of configurations 1 and 2 are shown in 
figure 11. As the afterburner pressure level decreased, the combustion 
efficiency decreased. A maximum combustion efficiency of 0.87 was 
reached with both configurations 1 and 2 at a fuel-air ratio of ~bout 
0.035 at an altitude of 10)000 feet, where the diffuser-inlet total 
pressure was 4210 pounds per square foot absolute. Configuration 1 
gave 0.02 to 0.03 higher combustion efficiency at all other diffuser-
inlet total pressures down to 1250 pounds per square foot absolute. 
At 760 pounds per square foot absolute) however, combustion could not 
be obtained with configuration 1. Burning in configuration 2 was pos-
sible at this pressure level. The superior altitude limit was most 
likely caused by the stratification of fuel in this combustor. At a 
fuel-air ratio of 0.028) efficiency of configuration 2 at the diffuser-
inlet pressure level of 760 pounds per square foot absolute was about 
0.7. The maximum exhaust -nozzle area limited the maximum fuel-air ratio 
at all altitudes except at 10)000 feet) where fuel flow was temporarily 
limited by the facility fuel system. The nozzle area limit was partic-
ularily apparent at the 45)000-foot altitude) where performance was 
obtainable only at fuel-air ratios below 0.032. 
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Augmented net-thrust ratio, based on the thrust of the engine with-
out an afterburner , reached a maximum value of 1.Jl at an altitude of 
35,000 feet and a flight Mach number of 1.00 (fig. 12(b)). At the 1.71 
augmented net-thrust ratio, specific fuel consumption was 2.03 pounds 
of fuel per hour per pound of thrust (fig. 13(b)). 
The performance of configurations 3, 4, and 5, although obtained at 
several altitudes, can only be compared at an altitude of 35,000 feet and a 
flight Mach number of 1.00. These configurations differ from each other 
by more than one variable , and hence the comparisons illustrate only 
the relative over-all performance of configurations of different design. 
Total-pressure losses and combustion efficiencies at this altitude are 
shown in figures 14(a) and (b), respectively. Pressure-loss character-
istics were similar to those of configuration 1, indicating no adverse 
effect of deflectors or increased flame-holder blockage. Only config-
uration 3 attained a combustion efficiency slightly higher than the 
original, and this occurred above a fuel-air ratio of 0.037. However, 
this configuration with a pilot-type step on the inner body would operate 
only at burner pressures above about 820 pounds per square foot absolute. 
Operation at a pressure level of 760 pounds per square foot absolute with 
the configuration having the deflectors (configuration 4) required that 
ignition be accomplished at a higher pressure. Combustion screech was 
encountered at an altitude of 10,000 feet with the configuration having 
the long fuel -mixing length (configuration 5). A comparison of the 
augmented thrust ratio and the specific fuel consumption of configura-
tions 3, 4, and 5 with configuration 1 in figures 14(c) and (d), respec-
tively, indicates the general superiority of configuration 1. 
Reduction of Whirl 
In an initial attempt to reduce whirl, 33 short (~-inch span) 
vanes were attached to the inner cone at the diffuser inlet. However, 
these proved ineffective, and consequently a set of 48 full-passage 
vanes were installed (see figs. 2(e) and (f)). The afterburner-inlet 
flow conditions with the vanes installed are presented in figure 15. 
For operation at an altitude of 35,000 feet and a flight Mach number of 
1.00, the velocity profile 3zl inches downstream of : the diffuser inlet 8 
(fig. 15(b)) varied from 300 feet per second at 2 percent of the pas-
sage height to a peak of 590 feet per second at 52 percent of the pas-
sage height. Comparison of this profile with the profile obtained 
without vanes (dashed line) showed that the peak velocity was about the 
same and that a redistribution of flow occurred at the expense of raising 
the average velocity about 40 feet per second. 
As shown by the whirl pattern presented in figure 15(c), a substan-
tial improvement over the original pattern occurred when the vanes were 
installed. The whirl angle was less than 100 over the entire passage. 
CONFIDENTIAL 
. 
N 
I 
~ 
NACA RM E54G22 CONFIDENTIAL 9 
Performance of Configurations Tested with Reduced Whirl 
Des cription . - Sketches of configurations 6, 7, and 8, which incor_ 
porated the antiwhirl vanes and the larger exhaust nozzle, are shown 
in figure 16. Configuration 6 included the long extended i nner cone, 
flame holder C located in a downstream position, and r adial fuel bar D 
giving ls! inches of fuel mixing length . 
4 
Configuration 7 was almost ident i cal with configuration 6 except 
for the addition of fuel - spray bar A in position 2, substitution of 
f uel spray bar E for D, and the use of flame holder D in the downstream 
position . The four annular ~-type gutters of flame -holder D were intended 
to provide a better distribution of flame stabilization seats. Fuel 
was injected simultaneousl y through both sets of spray bars with about 
83 percent of total fuel flow injected through the upstream bars. 
Configuration 8 combined the original inner body, the flame holder 
used in configuration 5 at the initial flame -holder position, and fuel 
bar F at the number 1 position . Blockage of flame holder B in this 
position was 39 percent of the annular flow area. Fuel bar F is the 
original fuel bar (A) with 2 orifices added near the diffuser outer wall. 
Performance. - Performance of configurations 6, 7, and 8 is present -
ed in figures 17, 18, and 19 . Combustion efficiency at the three altitude 
conditions is shown in figure 17 . A maximum combustion efficiency of 
0.92 was obtained with the 4 -V- gutter flame holder (configuration 7 ) at 
a fuel -air ratio of 0.039 and a diffuser-inlet total pressure of 4210 
pounds per square foot absolute . The efficiency of this configuration 
decreased to 0.80 at a pressure level of 2370 pounds per square foot 
absolute at a fuel-air ratio of 0 . 038 . The 4 -V-gutter flame holder, 
however , would not support combustion at a diffuser - inlet pressure of 
760 pounds per square foot absolute , indicating, as in reference 4, 
that small gutter widths tend to reduce combustion stability limits at 
low burner- inlet pressures . The 2-V- gutter flame holder with ~-inCh 
gutter widths was operable at this high altitude, where a combustion 
efficiency of 0 .80 was achieved at a fuel -air ratio of 0.03 . However, 
this value cannot compare with other data because the burner - inlet tem-
perature was inadvertently set at 18000 R. This temperature, which is 
1100 R higher than average, would be expected to have a marked beneficial 
effect on combustion. Combustion screech was encountered with this 
2-V-gutter flame holder below fuel -air ratios of 0.025 at a pressure of 
4210 pounds per square foot absolute. At this same burner pressure 
level, configuration 8 produced screech-free operation and had a maximum 
combustion efficiency of 0 . 92 at a fuel -air ratio of 0.30. At a pres-
sure level of 760 pounds per square foot absolute, a combustion 
efficiency of 0.77 was obtained at a fuel-air ratio of 0.037 . The lll-
cr ease in combustion efficiency of about 0.05 is attributed to the re-
duction of whirl and the resultant change in diffuser flow conditions. 
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As shown in figure 18(a ) , the diffuser total-pressure losses varied 
from about 0.080 at an altitude of 10,000 feet to about 0.094 at an al-
titude of 45 ,000 feet. Thus the increase in diffuser loss was about 
0.06 as a result of the installation of the antiwhirl vanes. ~he large 
pressure drop across the vanes is probably caused by the high angles of 
attack and turning necessary in a single stage of flow-straightening 
vanes and by compr omises made in the design to fac.ilitate quick fabri-
cation. The over- all burner total-pressure losses, greatest for con-
figuration 8 because of the upstream location of the flame holder where 
the average velocity was about 530 feet per second, reached a value of 
0.161 at an exhaust - gas t emperature of 30000 R compared with the original 
loss of 0 .082 at an alt i tude of 10,000 feet (fig. 18(b)). Configura-
tions 6 and 7 exhibited 0.03 less over -all total-pressure loss than 
configuration 8. 
The performance of configurations 6, 7, and 8 at an altitude of 
10,000 feet and a flight Mach number of 0.49 in terms of augmented thrust 
ratio and specific fuel consumption, as shown in figure 19, was poorer 
than that of configuration 1 because of the higher total-pressure losses. 
If the loss incurred by the vanes had been "taken into account in the 
unaugmented performance, these thrust ratios would be substantially 
higher . As a result of using the larger exhaust nozzle, augmented thrust 
ratios were a s much as 10 percent greater at the expense of specific 
fuel consumption . Because elimination of both the severe whirl and the 
velocity patterns did improve the combustion efficiency, it is evident 
that the over-all performance could be improved over the performance of 
configuration 1 by the development of a antiwhirl vane assembly having 
a lower pr essure l oss. 
CONCLUDING REMARKS 
The performance of eight afterburner configurations on a turbojet 
engine has been presented for a range of fuel-air ratios at various 
simulated f l ight conditions. Diffuser-inlet total pressures varied 
from 4210 to 760 pounds per square foot absolute. Surveys at the after-
burner inlet showed that average gas velocities as high as 490 feet 
per second and whirl angles up to 300 existed. The best afterburner 
configuration of five tested in the presence of these inlet conditions 
had a maximum combustion efficiency of 0. 87 at an afterburner-inlet 
pressure of 4210 pounds per square foot absolute and decreased to 0.70 
at a pressure level of 760 pounds per square foot absolute. Installa-
tion of full-passage antiwhirl vanes at the diffuser inlet reduced the 
whirl to less than 100 • The performance of the configurations having 
the reduced whirl showed that an increase in combustion efficiency of 
about 0.05 was attained. The increased combustion efficiency, however, 
was offset by increased pressure losses caused by the antiwhirl vanes 
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with the result that the specific fuel consumption was higher than that 
of the configuration tested with the higher whirl. 
Lewis Flight Propulsion Laboratory 
National Advisory Committee for Aeronautics 
, Cleveland, Ohio, July 20, 1954 
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APPENDIX A 
SYMBOlS 
The following symbols are used in this report: 
A area, sq ft 
B thrust-scale reading, lb 
velocity coefficient, ratio of scale jet thrust to exhaust-
nozzle rake thrust 
D 
F 
f/a 
g 
H 
M 
P 
p 
R 
T 
v . 
w 
y 
external drag of installation) lb 
thrust, lb 
fuel -air ratio 
gravitational constant, 32.2 ft/sec2 
total enthalpy, Btu/lb 
Mach number 
total pressure, lb/sq ft abs 
static pressure, lb/sq ft abs 
gas constant, 53 . 4 ft -lb/ (lb)(~) 
total temperature, ~ 
velocity, ft / sec 
flow, lb/ sec 
ratio of specific heats 
combustion efficiency 
Subscripts : 
a air 
b afterburner 
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e engine 
f fuel 
i indicated 
j jet 
n net 
s scale 
st standard or unaugmented 
t total 
v venturi station in inlet -air duct 
x inlet duct at frictionless slip joint 
o free - stream conditions 
1 engine inlet 
4: diffuser inlet (turbine outlet) 
5 diffuser outlet (afterburner inlet) 
6 exhaust-nozzle inlet 
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APPENDIX B 
METHODS OF CALCULATION 
Air flow . - Engine - inlet air flow was obtained by using the pres-
sure measurements at a 26 - inch- diameter venturi in the inlet duct and 
the indicated total temperature at the engine inlet: 
W 
a, v 
P A 
v v 
Compressor and turbine leakages and air extracted for the air-
t urbine -driven afterburner fuel pump were approximately 2.4 percent of 
the engine air and were subtracted f rom engine air flow to obtain the 
air flow entering the afterburner . 
Flight Mach number and airspeed . - The equivalent flight Mach num-
ber and airspeed were calculated from the ram-pressure ratio at the 
inlet of the engine with lOO-percent r ecovery assumed: 
Augmented engine thrust. - The jet thrust of the engine and after-
burner combination was determined from the thrust -scale reading by the 
following equation: 
The last two terms represent momentum and pressure forces acting at the 
slip joint on the installation . 
The net thrust was obtained by subtracting the inlet momentum term 
from the jet thrust : 
CONFIDENTIAl. 
~ o 
NACA RM E54G22 CONFIDENTIAL 15 
Augmented net-thrust ratio. - The unaugmented jet thrust was cal-
culated by using the total pressures and temperatures at the diffuser 
inlet (turbine outlet): 
F" t J,s =C ~ v g 2gRT 4 [ ~ PO ~ E4 + j /" :1] "7'(-..-) (~--l~) 1 + Y 4 - O. 94P4 2 4 Y4 Y 4 + 
where W = W g,4 a,4 
w ~ + 3600' and the velocity coefficient C 
v 
of 0.97 
and a diffuser total-pressure 
0.94P4 ) were assumed. 
loss of 0.06 (total pressure equal to 
The unaugmented net thrust was: 
F =F 
n,st j,st 
W V 
a,v 0 
g 
The augmented thrust ratio was then the ratio of the scale net 
thrust to the unaugmented net thrust . 
Exhaust -gas total temperature. - The total temperature of the 
exhaust gas was calculated from the exhaust-nozzle total pressure, the 
scale jet thrust, the velocity coefficient, and the gas flow by means 
of the following equation: 
where W = W + W /3600, and the velocity coefficient C was g,6 a,4 f,t v 
experimentally determined from nonafterburning operation and varied 
between 0.95 and 0.98 depending on the nozzle size (original or final) 
and flight condition. 
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Combustion efficiency . - The engine combustion efficiency was 
calculated in a conventional manner . This engine combustion efficiency 
and the over-all enthalpy rise across the engine and afterburner combina-
tion were used in the following equation to calculate the afterburner 
combustion efficiency: 
1)b = 
where 18, 700 Btu per pound is the fuel lower heating value. 
Afterburner fuel -air ratio. - Because the air used in the engine 
combustor is unavailable for combustion in the afterburner, the after-
burner fuel -air ratio was the ratio of afterburner fuel flow to unburned 
air flow as calculated in the following equation: 
where the constant 15 is the stoichiometric air-fuel ratio. 
Velocity. - Static and total pressures along with the total tempera-
ture were used in the following equation to calculate diffuser velocity: 
[ 
y -~ 
1 - (!;) ~4 J 
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cone def lector s nation per cent nation 
1 Orig- None A 1 32 A 1 
i nal 
2 Orig- None A 1 32 A 3 
inal 
3 Pilot None A 3 29 B 1 
s tep 
4 Or ig- Deflector s A 2 32 C 1 
inal 
5 Long None B 4 35 A 2 
6 iLong Va nes C 4 37 D 4 
7 Long Vanes D 4 36 A 2 
E 4 
8 Orig- Vanes B 1 39 F 1 
inal 
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Figure 1. - Details of afterburner configurations 1 and 2. (All dimensions in inches .) 
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/ Diffuser- inlet flange 
~-----------------32--------------------~ 
(a) Detai l s of pilot- type step added to original inner cone. 
(All dimensions in inches.) 
Diffuser- inlet f l ange 
~--------------------------53~ ----------------------------------------~ 4 
(b) Details of extended inner cone . (All dimensions in inches .) I CD- 3789 ! 
Figure 2. - Diffuser modifications . 
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Figure 2. - Continued . D
iffuser mOdifications . 
3391 
C\) 
t--' 
~ 
r;; 
~ 
W (Jl 
~ 
Q 
C\) 
C\) 
(") 
~ 
H 
i 
~ 
o 
~ 
H 
~ 
H 
~ 
o 4 
I 1 
Tnche" 
(d) Installation of twin deflectors. 
Figure 2. - Continued . Diffuser modifications. 
16££ 
I\) 
I\) 
o 
~ 
H 
~ 
~ 
s;! 
f;; 
~ 
t<.l 
(J1 
If>. 
o 
I\) 
I\) 
NACA RM E54G22 CONFIDENTIAL 
Section 
A-A 
B- B 
C- C 
Section 
.,----.------/"--,- - - -A-A 
7-..... 
8 
-- -B- B 
Axial line 
Gas flow 3~ 
L 
Maximum chord} 4~ 
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2 
Diffuser i=er ~ll-.-ll ---MBxi=m -----.J 
rChord I I CD-3786 I 
(e ) Detail s of 48 fu ll-passage antiwhirl vanes . 
(All dimensions in inches. ) 
Figure 2 . - Continued . Diffuser modifications . 
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• • • 
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(f) View looking upstream of full - passage antiwhirl vanes installed in diffuser. 
Figure 2 . - Conc luded. Diffuser modifications. 
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(a) Fl ame hol der A. Bl ocked area, 300 square inches . 
18 {6 Diam. 
(b ) Flame holder B. Blocked area, 357 . 5 square inches . 
I 
I 
I 
r-lj"<i' til I 
_ --'-__ --'--_ ---1-_ _ H~ I -___ -'-..1-'-_ -L_ 1-
(c ) Fl ame holder C. Bl ocked area, 376 square inches. 
Figure 3 . - Flame holders and flame-holder positions . 
(All dimensions in inches. ) 
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(d) Fl ame hol der D. Bl ocked area, 366 . 5 square inches . 
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Figure 3 . - Conc luded . Flame holders and flame -hol der positions . (All dimensions in inches . ) 
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(a) Radial fuel - spray bars. 
Figure 4 . - Details o f fuel - spray bar s . ( All dimensions in inches. ) 
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Figure 4. - Concluded . Deta ils of fuel- spary bars. (All dimensions· 
in inches .) 
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Figure 5. - Cross section of engine and afterburner showing instrumentation l ocations. 
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16££ 
0l 
o 
o 
~ § 
~ 
~ 
~ 
~ 
~ 
II'> 
Q 
N 
N 
NACA RM E54G22 CONFIDENTIAL 31 
1200 
1000 
800 
tJ 
Q) 
Ul 
........... 
.p 
If-i 
"' ~ 
.p 600 
-ri 
tJ 
0 
r-l 
Q) 
> 
r-l 
til 
tJ 
0 
I-l 400 
200 
o 
- -
Measuring l ocation, in . Station 
downstream of diffus er -
i nle t flange 
0 3 4 
0 20 5 
<> 322 5a 
8 
I 
'" 
/ 
~ IT 
--
~ 
L----~ / 
/ r"1.. 
Ie! --0- - ~ /~ r-- ~ 
Q) 1/ A. ~ ~ s:: 
0 V r- ..6- ,./" \0 tJ H ~ Q) ./ ~I / / \ ,l, 
u V .... 
.LY r-l r-l 
/ til ~ ;..; Q) 
+> 
;j 
0 
20 40 60 80 100 
Passage height , per cent 
(a ) Velocity prof iles . Altitude) 35,000 feet j flight Mach 
number, 1 . 00 . 
Figur e 7 . - Af ter bur ner- inlet flow conditions . 
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Figur e 7 . - Continued . Afterburner- inlet flow conditions . 
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Figure 7. - Concluded . Afterburner-inlet flow conditions. 
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Figure 8 . - Schema·~ic ske tche s of configurations 3, 4, and 5 . (All dimensions in inches.) 
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Figure 9. - Afterburner- inlet flow conditions with annular 
def lectors installed . 
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Figure 10 . - Total- pressure losses of configurations 1 and 2. 
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Figure 11 . - Combustion efficiencies of configurations 1 and 2 . 
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Figur e 12 . - Augmented thrust ratios of configurations 1 and 2 . 
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Figure 13 . - Specific fuel consumption of configurations 1 and 2. 
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Figure 14 . - Afterbur ner performance of configurations 3, 4, and 5. 
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Figure 16. - Schematic sketches of configurations 6, 7, and 8. 
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